
 Emulsion Sprayer Specification
Motorspray HBMotorspray HB

Mechanical Clutch Heated Barrel System (HBS)

Hatz Diesel Engine 6HP  -  Mechanical Single Lever Industrial Clutch
Emulsion Heated Gear Pump With High Capacity Flow and By-Pass Valve

High Pressure Pipes With Emulsion Filter  -  Ergonomic Manual Spray Lance
With Self-Cleaning Empty Cone Nozzle and Recycling Emulsion System(RES)
Three Way Valve For Easy Mixing and Heating Of The Emulsion In The Barrel

Before Spraying  -  Complete WIth LPG Heating Barrel System(HBS)

OPTIONS :
Painted In Your Company Colours

Rear Spraying Bar 1.8m Wide



 Emulsion Sprayer Range
MotorsprayMotorspray

Pavemac Ltd,
Eastwood End, Wimblington,

Cambridgeshire, England, PE15 0QH
T: +44 (0) 1354 740170, F: +44 (0) 1354 740540

www.pavemac.com  -  sales@pavemac.com  -  parts@pavemac.com

Motorspray TR

Motorspray MC

Motorspray AC

Petrol Engine 6HP
Automatic Centrifugal Clutch
Emulsion Heated Gear Pump
Ergonomic Manual Spray Lance
RES Recycling Emulsion System
Self Cleaning Empty Cone Nozzle
Carriage With Four Pneumatic Tyres

Petrol Engine 6HP
Automatic Centrifugal Clutch
Emulsion Heated Gear Pump
Ergonomic Manual Spray Lance
RES Recycling Emulsion System
Self Cleaning Empty Cone Nozzle

Petrol Engine 6HP
Industrial Mechanical Clutch
Emulsion Heated Gear Pump
Ergonomic Manual Spray Lance
RES Recycling Emulsion System
Self Cleaning Empty Cone Nozzle
Carriage With Four Pneumatic Tyres


	Motorspray HB Spec Sheet Front.pdf
	Motorspray Spec Sheet Rear HB.pdf

